BARCELONA LED

E27 G125 globe LED filament bulb - 8W

LED globe filament bulb G125 E27 8W. High-efficiency bulb that allows for the replacement of incandescent bulbs

up to 100W or 30W compact fluorescent bulbs, offering energy savings of up to 85%. With a decorative and

functional design, it is ideal for pendant lamps where the bulb is visible. Available in warm white (3000K) and neutral

white (4000K).

Product data

Light temperature
Opening angle (°)
Cap

Certs

Energy efficiency class
CRI

Dimensions (mm) LxWxH
Dimmable
Efficiency (Lm/w)
Filament

Frequency (Hz)
Guarantee

IP

Kelvin (K)

Lumens (Lm)

Power (W)
Temperature range
Nominal Voltage (V)
Key

Outdoor Use
Recommended Use

Service life (h)

3000°K (use), 4000°K (use)
360°

E27

CE, ROHS

=

80-85

125x176

No

120

yes

50-60

According to legal warranty: 3 years
P20

3000, 4000

1000

8

-20°F ~ +40°F
220-240VAC

Warm white, Neutral white
No

Decorative
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BARCELONA LED

Product variants
Reference Attributes
BF1-G125E27-BC Light temperature : 3000°K (use)
BF1-G125E27-BN Light temperature : 4000°K (use)
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