
Recessed linear LED downlight 4W - UGR18 -
CRI90 - OSRAM Chip

Recessed LED linear light composed of two 2W fixtures each (4W in total). Incorporates Osram LED chips and KeGu

driver. It is characterized by its low glare index (UGR<18) and its high color rendering index (CRI>90). Available in 2

colors: white and black, and in 2 shades: extra warm white (2700K) and neutral white (4000K). Cutting measures: 68

x 37mm. ** 5-Year Warranty **

Product data

Case color White (use), Black (use)

Light temperature 2700ºK (use), 4000ºK (use)

Opening angle (º) 45

Certs CE, ROHS

Energy efficiency class F

CRI 90-95

Dimensions (mm) LxWxH 75 X 45 X 49

Cutting dimensions (mm) 68 multiplied by 37

Driver External, KeGu

Power factor (cosφ) 0.9

Form Linear

Guarantee 5 years

Kelvin (K) 4000, 2700

Lumens (Lm) 270 lm (warm white) and 340 lm (cool white)

Assembly Recessed

Orientable No

Power (W) 4

Type of LED OSRAM Chip

Key Warm white, Neutral white

UGR UGR18

Recommended UseDining room, Offices, Kitchens, Commerce, Museums - Galleries
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Product variants

Reference Attributes

B1218-4W-B-270 Case color : White (use), Light temperature : 2700ºK (use)

B1218-4W-B-BN Case color : White (use), Light temperature : 4000ºK (use)

B1218-4W-N-270 Case color : Black (use), Light temperature : 2700ºK (use)

B1218-4W-N-BN Case color : Black (use), Light temperature : 4000ºK (use)
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