BARCELONA LED

Compatible with MiBoxer series

—
100 Zu.\:s :antml 2.4GHz products
P It can be used with 2.4GHz lamps, controllers, triac and other

\(. devices to experience more functions.

Do not disturb ON/OFF

MIBOXER® &

Copy another paired remote

Group timer switch

Turn ON/OFF indicator light e

Controlador gateway WIFI Mi Light - 2.4GHz -
WL'BOX2 Connection Steps

< —
Ref. WL-BOX2 =
Controlador Gateway WL-Box2, compatible con la serie Mi-Light y MiBoxer RF de 2,4 GHz. Permite controlar luces ta e )
inteligentes de forma remota mediante la aplicacion "Tuya Smart" o "MiBoxer Smart". Ofrece control por voz con tuya smarc

Alexay Google Home, y permite funciones de temporizador, brillo ajustable, y seleccion de colores.
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Step2 Step3
step1 Onthe home page, touch * + Touch “Lighting” and
Download "Tuya Smart” app *icon in the upper right select ‘Light Source
corner (BLEWiF)"

Datos del producto

Alto 15mm
Ancho 64.5mm
Certificados CE, ROHS
Conectividad RF, Wi-Fi (2,4 GHz), Wi-Fi (802.11b/g/n)
Distancia de control 30m 4 E
Garantia Segln garantia legal: 3 afos
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Largo 64.5mm o : ®
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Rango temperatura -10~40°C 3
Tension Nominal (V) 5vDC =
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BARCELONA LED

Variantes de producto

Referencia Atributos

MIBOXER'

WL-BOX2
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