LED CCT 1-phase track spotlight - 20W - CRI 90

- 1800 Im

20W LED Projector for Single-Phase Track, with a compact and modern design. Orientable, with an opening angle of

38°, it offers a high color rendering index (CRI>90), perfect for commercial lighting. Equipped with CCT system to

adjust the color temperature between 3000K, 4000K, and 6000K. Available in white and black. ** 5 Year Warranty
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Product data

Housing color
High

Width

Opening angle (°)
Certs

Energy efficiency class
CRI

Dimmable
Guarantee

IP

Kelvin (K)

Long

Lumens (Lm)
Material
Material diffuser
Orientable
Power (W)
Sensor

Nominal Voltage (V)
Track Type

Type of LED

Key

lof2

White, Black
225 mm
@74mm

38

CE, ROHS

E

90-95

No

5years

IP20

3000, 4000, 6000
175mm

1800
Aluminum
Polycarbonate
Yes

20

No
220-240VAC

Single-phase

Chip Bridgelux
CCT

@74mm

65mm

225mm

175mm

BARCELONA LED



BARCELONA LED

Outdoor Use No

Recommended Use Hotels, Commerce, Museums - Galleries, Fashion and retail

Product variants
Reference Attributes
BPM-20W-CCT-B Housing color: White
BPM-20W-CCT-N Housing color: Black
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